IN THIS CASE
L 1= L 2

BAFFLE

IF RISER IS PLACED HERE
NO BAFFLE IS REQUIRED

W= A/(L+L)

We = EFFECTIVE WIDTH OF BASIN
A = SURFACE AREA OF BASIN WHEN FILLED TO RISER CREST INFLOW
ly, L = SHORTEST TRAVEL DISTANCE AROUND THE BAFFLE

FROM INLET TO OUTLET

INSPECTION AND MAINTENANCE GUIDELINES:

— INSPECTION SHOULD BE MADE WEEKLY AND AFTER EACH RAINFALL. CHECK THE EMBANKMENT, SPILLWAYS, AND
OUTLET FOR EROSION DAMAGE, AND INSPECT THE EMBANKMENT FOR PIPING AND SETTLEMENT. REPAIRS SHOULD BE
MADE PROMPTLY AS NEEDED BY THE CONTRACTOR.

— TRASH AND OTHER DEBRIS SHOULD BE REMOVED AFTER EACH RAINFALL TO PREVENT CLOGGING OF THE OUTLET
STRUCTURE.

— ACCUMULATED SILT SHOULD BE REMOVED AND THE BASIN SHOULD BE RE-GRADED TO ITS ORIGINAL DIMENSIONS AT
SUCH POINT THAT THE CAPACITY OF THE IMPOUNDMENT HAS BEEN REDUCED TO 1/2 OF ITS ORIGINAL STORAGE
CAPACITY.

— THE REMOVED SEDIMENT SHOULD BE STOCKPILED OR REDISTRIBUTED IN AREAS THAT ARE PROTECTED FROM EROSION.
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